
INSTRUCTION MANUAL FOR MIYOTA WATCH MOVEMENT
CALIBRE NO. JP15 / JP25
MULTIFUNCTION
BATTERY: SR621SW

A) DISPLAYS AND BUTTONS
B) SETTING THE DAY
C) SETTING THE DATE
D) SETTING THE TIME
E) SETTING THE DUAL TIME

A) DISPLAYS AND BUTTONS

B) SETTING THE DAY
1. Pull the crown out to the 2nd Click Position.
2. Turn the crown clockwise to set the day.
3. After the day has been set, push the crown back to the Normal position.
* The day is changed during the period from 0AM to 5AM.

C) SETTING THE DATE
1. Pull the crown out to the 1st Click Position.
2. Turn the crown clockwise to set the date.

* If the date is set between the hours of around 9:00 PM and 1:00 AM, the date may not change on
   the following day.

3. After the date has been set, push the crown back to the Normal position.

D) SETTING THE TIME
1. Pull the crown out to the 2nd Click Position.
2. Turn the crown clockwise to set hour and minute hands.
3. After the time has been set, push the crown back to the Normal position.

E) SETTTING THE DUAL TIME
Press button "A" to set the dual time hand forward in units of 15 minutes.
Press button "B" to set the dual time hand back in units of 15 minutes.
*The dual time hand can be put rapidly by continuously pressing button "A" or "B".

These specifications might be changed without prior notice.
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B) EINSTELLEN DES TAGES
1.  Ziehen Sie die Krone bis zur 2. Position heraus.
2. Drehen Sie die Krone im Uhrzeigersinn, um den Tag einzustellen.
3. Drücken Sie nach dem Einstellen des Tages die Krone in die Ausgangsposition zurück.

C) EINSTELLEN DES DATUMS
1.  Ziehen Sie die Krone bis zur 1. Position heraus.
2. Drehen Sie die Krone im Uhrzeigersinn, um das Datum einzustellen.
3. Nachdem Sie das Datum eingestellt haben, drücken Sie die Krone in die Ausgangsposition zurück.

D) EINSTELLEN DER ZEIT
1.  Ziehen Sie die Krone bis zur 2. Position heraus.
2. Drehen Sie die Krone im Uhrzeigersinn, um die Stunden- und Minutenzeiger einzustellen.
3. Drücken Sie nach dem Einstellen der Uhrzeit die Krone in die Ausgangsposition zurück.

E) EINSTELLEN DER ZWEITEN ZEITZONE
Drücken Sie die Taste „A“, um den Dualzeitzeiger in Einheiten von 15 Minuten einzustellen.
Drücken Sie die Taste „B“, um die Dualzeit in Einheiten von 15 Minuten zurückzusetzen.
 * Die zweite Zeitzone kann durch Drücken der Taste „A“ oder „B“ eingestellt werden.
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